


GEBRUIKERSHANDLEIDING 

Naam : HOUTKLIEVER BALFOR 

Types :  

A5/V-OR/350 EM; A5/V-OR/350 EM; A9/V-OR/500 EM; A9/V-OR/500 ET; A9/V-OR/500 SB (B&S); 
A10/OR/500 EM; A10/OR/500 ET; A12/V-K/650 EM (220V); A12/V-K/650 ET (380V); A12/V-K/650 C; 
A12/V-K/650 SB (B&S); A14/V-K/650 C; A14/OR/650 C; A14/OR/1050 C; A16/OR/650 C; 
A16/OR/1050 C; A14/OR/1050 C; A14/OR/650 SB (B&S); A14/OR/650 SB (Honda); A14/OR/1050 SB 
(B&S); A14/OR/1050 SB (Honda); A16/OR/650 SB (B&S); A16/OR/650 SB (Honda); A16/OR/1050 SB 
(B&S); A16/OR/1050 SB (Honda); A12/V-K/650 SB COMBI (B&S; A12/V-K/650 SB COMBI (Honda); 
A14/V-K/650 SB COMBI (B&S); A14/V-K/650 SB COMBI (Honda); SC D600EM (220V); SC D600ET 
(380V); SC D700C 

Coderingen :   vb. A5/V-OR/350 EM 

- C = Cardan 
- EM = 220V Elektrisch 
- ET = 380V Elektrisch 
- SB = Brandstofmotor 
- 5 = Tonkracht 
- 350 = Ø van de cilinder (in mm) 

Vereist vermogen : zie handleiding Balfor en bijlagen 

Maximale werkdruk : 220 bar 

Massa : zie handleiding Balfor 
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